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engine will conform with the applica-
ble smoke emissions standards of this 
part . 

(d)–(e)(1) [Reserved]. For guidance see 
§ 86.098–23. 

(e)(2) and (e)(3) [Reserved]. For guid-
ance see § 86.001–23. 

(f)–(g) [Reserved]. For guidance see 
§ 86.095–23. 

(h)–(k) [Reserved]. For guidance see 
§ 86.098–23. 

(l) [Reserved]. For guidance see 
§ 86.095–23. 

(m) [Reserved]. For guidance see 
§ 86.098–23. 

[66 FR 5164, Jan. 18, 2001] 

§ 86.007–25 Maintenance. 
Section 86.007–25 includes text that 

specifies requirements that differ from 
§ 86.094–25, § 86.098–25, or § 86.004–25. 
Where a paragraph in § 86.094–25, 
§ 86.098–25, or § 86.004–25 is identical and 
applicable to § 86.007–25, this may be in-
dicated by specifying the cor-
responding paragraph and the state-
ment ‘‘[Reserved]. For guidance see 
§ 86.094–25.’’, ‘‘[Reserved]. For guidance 
see § 86.098–25.’’, or ‘‘[Reserved]. For 
guidance see § 86.004–25.’’. 

(a)–(a)(2) [Reserved]. For guidance 
see § 86.004–25. 

(b) introductory text through 
(b)(3)(ii) [Reserved]. For guidance see 
§ 86.094–25. 

(b)(3)(iii)–(b)(3)(v)(H) [Reserved]. For 
guidance see § 86.004–25. 

(b)(3)(vi)(A)–(b)(3)(vi)(D) [Reserved]. 
For guidance see § 86.094–25. 

(b)(3)(vi)(E)–(b)(3)(vi)(J) [Reserved]. 
For guidance see § 86.098–25. 

(b)(4) introductory text through 
(b)(4)(iii)(C) [Reserved]. For guidance 
see § 86.004–25. 

(b)(4)(iii)(D) Particulate trap or trap 
oxidizer systems including related 
components (adjustment and cleaning 
only for filter element, replacement of 
the filter element is not allowed during 
the useful life). 

(b)(4)(iii)(E) [Reserved]. For guidance 
see § 86.004–25. 

(F) Catalytic converter (adjustment 
and cleaning only for catalyst beds, re-
placement of the bed is not allowed 
during the useful life). 

(b)(4)(iii)(G)–(b)(6) [Reserved]. For 
guidance see § 86.004–25. 

(b)(7)–(h) [Reserved]. For guidance 
see § 86.094–25. 

(i) Notwithstanding the provisions of 
§ 86.004–25(b)(4)(iii) introductory text 
through (b)(4)(iii)(C), paragraph 
(b)(4)(iii)(D) of this section, § 86.004– 
25(b)(4)(iii)(E), paragraph (b)(4)(iii)(F) 
of this section, § 86.004–25(b)(4)(iii)(G), 
and § 86.004–25(b)(6), manufacturers of 
heavy-duty engines may schedule re-
placement or repair of particulate trap 
(or trap oxidizer) systems or catalytic 
converters (including NOX adsorbers), 
provided: 

(1) The manufacturer demonstrates 
to the Administrator’s satisfaction 
that the repair or replacement will be 
performed according to the schedule; 
and 

(2) The manufacturer pays for the re-
pair or replacement. 

[66 FR 5164, Jan. 18, 2001] 

§ 86.007–35 Labeling. 

Section 86.007–35 includes text that 
specifies requirements that differ from 
§ 86.095–35. Where a paragraph in 
§ 86.095–35 is identical and applicable to 
§ 86.007–35, this may be indicated by 
specifying the corresponding paragraph 
and the statement ‘‘[Reserved]. For 
guidance see § 86.095–35.’’. 

(a) Introductory text through 
(a)(1)(iii)(L) [Reserved]. For guidance 
see § 86.095–35. 

(a)(1)(iii)(M) [Reserved.] 
(a)(1)(iii)(N)(1) For vehicles exempted 

from compliance with certain revised 
performance warranty procedures, as 
specified in § 86.096–21(j), a statement 
indicating the specific performance 
warranty test(s) of 40 CFR part 85, sub-
part W, not to be performed. 

(2) For vehicles exempted from com-
pliance with all revised performance 
warranty procedures, as specified in 
§ 86.096–21(k), a statement indicating: 

(i) That none of the performance war-
ranty tests of 40 CFR part 85, subpart 
W, is to be performed; and 

(ii) The name of the Administrator- 
approved alternative test procedure to 
be performed. 

(2) Light-duty truck and heavy-duty 
vehicles optionally certified in accord-
ance with the light-duty truck provi-
sions. 
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